FINAL REGULATION ORDER

TEXT OF THE ADOPTED AMENDMENTS TO THE REGULATION FOR
MITIGATING THE UPWIND EMISSIONS ON DOWNWIND OZONE
CONCENTRATIONS

TITLE 17 CALIFORNIA CODE OF REGULATIONS,
SECTION 70600

Note: The amendments to section 70600, article 6, subchapter 1.5, chapter 1,
Division 3, title 17 California Code of Regulations, are shown as underline to
indicate additions and strikeeut to indicate deletions.

Amend section 70600, article 6, subchapter 1.5, chapter 1, Division 3, title 17
California Code of Regulations to read as follows:

§70600. Emission Control Requirements

Districts within the areas of origin of transported air pollutants, as identified in
section 70500(c), shall include sufficient emission control measures in their
attainment plans for ozone adopted pursuant to Chapter 10 of the Health and
Safety Code, Part 3, Division 26, beginning with section 40910, to mitigate the
impact of pollution sources within their jurisdictions on ozone concentrations in
downwind areas. At a minimum, the attainment plans for districts within the air
basins or areas specified below shall conform to the following requirements.

(a) Broader Sacramento Area (as defined in section 70500(b)(3)) shall:

(1) require the adoption and implementation of best available retrofit control
technology, as defined in Health and Safety Code section 40406, on all existing
stationary sources of ozone precursor emissions as expeditiously as practicable.
At a minimum, the plan shall provide for the adoption of rules that represent best
available retrofit control technology for source categories that collectively amount
to 75 percent of the 1987 actual reactive hydrocarbon emissions inventory for
permitted stationary sources, and 75 percent of the 1987 actual nitrogen oxides
emissions inventory for permitted stationary sources, no later than January 1,
1994.

(2) include measures sufficient to attain the state ambient air quality standard for
ozone by the earliest practicable date within the Upper Sacramento Valley and
that portion of the Mountain Counties Air Basin north of the Calaveras-Tuolumne
County border and south of the Sierra-Plumas County border, except as provided
in Health and Safety Code section 41503(d), during air pollution episodes which
the state board has determined meet the following conditions:

(A) are likely to produce a violation of the state ozone standard in the Upper
Sacramento Valley or that portion of the Mountain Counties Air Basin north of the
Calaveras-Tuolumne County border and south of the Sierra-Plumas County
border; and



(B) are dominated by overwhelming pollutant transport from the Broader
Sacramento Area; and

(C) are not measurably affected by emissions of 0zone precursors from sources
located within the Upper Sacramento Valley or that portion of the Mountain
Counties Air Basin north of the Calaveras-Tuolumne County border and south of
the Sierra-Plumas County border.

(b) San Francisco Bay Air Basin shall:

(1) require the adoption and implementation of best available retrofit control
technology, as defined in Health and Safety Code section 40406, on all existing
stationary sources of ozone precursor emissions as expeditiously as practicable.
At a minimum, the plan shall provide for the adoption of rules that represent best
available retrofit control technology for source categories that collectively amount
to 75 percent of the 1987 actual reactive hydrocarbon emissions inventory for
permitted stationary sources, and 75 percent of the 1987 actual nitrogen oxides
emissions inventory for permitted stationary sources, no later than January 1,
1994.

(2) include measures sufficient to attain the state ambient air quality standard for
ozone by the earliest practicable date within the North Central Coast Air Basin,
that portion of Solano County within the Broader Sacramento Area, that portion
of Sonoma County within the North Coast Air Basin, and that portion of
Stanislaus County west of Highway 33, except as provided in the Health and
Safety Code section 41503(d), during air pollution episodes which the state
board has determined meet the following conditions:

(A) are likely to produce a violation of the state ozone standard in the North
Central Coast Air Basin, or that portion of Solano County within the Broader
Sacramento Area, or that portion of Sonoma County within the North Coast Air
Basin, or that portion of Stanislaus County west of Highway 33; and

(B) are dominated by overwhelming pollutant transport from the San Francisco
Bay Air Basin; and

(C) are not measurably affected by emissions of ozone precursors from sources
located within the North Central Coast Air Basin, or that portion of Solano County
within the Broader Sacramento Area, or that portion of Sonoma County within the
North Coast Air Basin, or that portion of Stanislaus County west of Highway 33.
(c) San Joaquin Valley Air Basin shall:

(1) require the adoption and implementation of best available retrofit control
technology, as defined in Health and Safety Code section 40406, on all existing
stationary sources of ozone precursor emissions as expeditiously as practicable.
At a minimum, the plan shall provide for the adoption of rules that represent best
available retrofit control technology for source categories that collectively amount
to 75 percent of the 1987 actual reactive hydrocarbon emissions inventory for
permitted stationary sources, and 75 percent of the 1987 actual nitrogen oxides
emissions inventory for permitted stationary sources, no later than January 1,
1994.

(2) include measures sufficient to attain the state ambient air quality standard for
ozone by the earliest practicable date within the Mojave Desert Air Basin, the
Great Basin Valleys Air Basin, and that portion of the Mountain Counties Air




Basin south of the Amador-El Dorado County border, except as provided in
Health and Safety Code section 41503(d), during air pollution episodes which the
state board has determined meet the following conditions:

(A) are likely to produce a violation of the state ozone standard in the Mojave
Desert Air Basin, or the Great Basin Valleys Air Basin, or that portion of the
Mountain Counties Air Basin south of the Amador-El Dorado County border; and
(B) are dominated by overwhelming pollutant transport from the San Joaquin
Valley Air Basin; and

(C) are not measurably affected by emissions of ozone precursors from sources
located within the Mojave Desert Air Basin or the Great Basin Valleys Air Basin,
or that portion of the Mountain Counties Air Basin south of the Amador-El Dorado
County border.

(d) South Central Coast Air Basin south of the Santa Barbara-San Luis Obispo
County border shall, for sources located in that portion of the Basin:

(1) require the adoption and implementation of best available retrofit control
technology, as defined in Health and Safety Code section 40406, on all existing
stationary sources of ozone precursor emissions as expeditiously as practicable.
At a minimum, the plan shall provide for the adoption of rules that represent best
available retrofit control technology for source categories that collectively amount
to 75 percent of the 1987 actual reactive hydrocarbon emissions inventory for
permitted stationary sources, and 75 percent of the 1987 actual nitrogen oxides
emissions inventory for permitted stationary sources, no later than January 1,
1994.

(e) South Coast Air Basin shall:

(1) require the adoption and implementation of best available retrofit control
technology, as defined in Health and Safety Code section 40406, on all existing
stationary sources of ozone precursor emissions as expeditiously as practicable.
At a minimum, the plan shall provide for the adoption of rules that represent best
available retrofit control technology for source categories that collectively amount
to 75 percent of the 1987 actual reactive hydrocarbon emissions inventory of
permitted stationary sources, and 75 percent of the 1987 actual nitrogen oxides
emissions inventory for permitted stationary sources, no later than January 1,
1994.

(2) include measures sufficient to attain the state ambient air quality standard for
ozone by the earliest practicable date within the South Central Coast Air Basin
south of the Santa Barbara-San Luis Obispo County border, the San Diego Air
Basin, the Mojave Desert Air Basin, and the Salton Sea Air Basin, except as
provided in Health and Safety Code section 41503(d), during air pollution
episodes which the state board has determined meet the following conditions:
(A) are likely to produce a violation of the state ozone standard in the South
Central Coast Air Basin south of the Santa Barbara-San Luis Obispo County
border, or in the San Diego Air Basin, or in the Mojave Desert Air Basin, or in the
Salton Sea Air Basin; and

(B) are dominated by overwhelming pollutant transport from the South Coast Air
Basin; and



(C) are not measurably affected by emissions of ozone precursors from sources
located within the South Central Coast Air Basin south of the Santa Barbara-San
Luis Obispo County border, or the San Diego Air Basin, or the Mojave Desert Air
Basin, or the Salton Sea Air Basin.

Note: Authority cited: Sections 39601 and 39610(b), Health and Safety Code.
References: Sections 39610, 40912, 40913, 40921 and 41503, Health and
Safety Code.



